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*ADD BLUE UNIVERSAL LOGO* 

UniVey® PAN IDLER CONVEYOR (PIC) 

3D MODEL DESIGN TEMPLATE 

 
 

 

 

 

 

 

 

 

 

 

For additional details refer to specification page on company website or link below: 

https://universalindustries.com/download/PIC_Conveyor.pdf 

*ADD UNIVERSAL TEXT LIKE ON SPEC PAGE* 

Notes: 

Available belt widths:  18, 24, 30, 36” 

Order length:   Tail Shaft Center to Head Shaft Center 

Trough formula:   PIC18   Order length –5’ 
    PIC24   Order length –5’ 
    PIC30   Order length –5’ 
    PIC36   Order length –5’ 
 
Minimum length:   PIC   10’ (C/C)   

Max length:    Consult Factory 

Low profile troughs available by request 

 

UniVey®  PAN IDLER CONVEYOR (PIC)
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Notes:
Available belt widths: 	 18, 24, 30, 36”

Order length: 		  Tail Shaft Center to Head Shaft Center

Trough formula: 		  PIC18 	 Order length –5’ 
			   PIC24 	 Order length –5’ 
			   PIC30 	 Order length –5’ 
			   PIC36 	 Order length –5’

Minimum length: 		  PIC 	 10’ (C/C)

Max length: 		  Consult Factory

Low profile troughs available by request.
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